FASTENERS

@ RELIABLE

unit: INCH
BOLT SIZE
Basic INSIDE DIAM. Basic OUTSIDE DIAM. THICKNESS
Min 0.151 Min 0.370 0.036
1/8 (#6) 5/32 3/8
Max | 0.164 Max |  0.390 0.065
Min 0.214 Min 0.495 0.036
3/16 (#10) 7/32 1/2
Max | 0.227 Max | 0515 0.065
Min 0.276 Min 0.620 0.051
1/4 9/32 5/8
Max |  0.296 Max |  0.640 0.080
Min 0.339 Min 0.681 0.051
5/16 11/32 11/16
Max |  0.359 Max | 0.703 0.080
Min 0.401 Min 0.805 0.051
3/8 13/32 13/16
Max | 0.421 Max | 0.827 0.080
Min 0.464 Min 0.915 0.051
7/16 15/32 59/64
Max | 0.484 Max | 0.937 0.080
Min 0.526 Min 1.055 0.074
1/2 17/32 1-1/16
Max | 0.546 Max |  1.092 0.121
Min 0.589 Min 1.149 0.074
9/16 19/32 1-5/32
Max |  0.609 Max | 1.186 0.121
Min 0.649 Min 1.305 0.074
5/8 21/32 1-5/16
Max | 0.686 Max | 1.332 0.121
Min 0.805 Min 1.459 0.108
3/4 13/16 1-15/32)
Max | 0.832 Max |  1.499 0.160
Min 0.931 Min 1.743 0.108
7/8 15/16 1-3/4
Max | 0.968 Max | 1.780 0.160
Min 1.055 Min 1.993 0.108
1 1-1/16 2
Max |  1.082 Max | 2.030 0.160

"S.A.E." FLAT WASHER, ZINC PLATED
Washer follow the IFI Type A - Narrow
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