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unit : INCH
L >1-1/2"to < 2-3/4" +0 -0.06 S
>2" 1/2 Thread
LENGTH " THREAD
TOLERANCE >2-3/4 +0 -0.09 Length
SCREW M Q A H E D T THREAD | TORK
PUNCH Drive Depth Head Diam. Head Height. Body Diam. Thread Diam. Point Length Per Inch Inch / Pound
Min 0.060 0.215 Ref. 0.112 0.155 0.375
#7 #2 11 30
Max 0.075 0.237 0.130 0.117 0.166 0.450
Min 0.060 0.215 Ref. 0.121 0.168 0.375
#8 #2 10 39
Max 0.075 0.237 0.140 0.126 0.179 0.450
Trim head, Square recess, Coarse thread, Type-17, TAN RUSPERT (pantone 466C metallic) 1000 hrs SST
Date : 5 ao0t 2015 Done by : P_B
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unit : INCH
L >1-1/2"to < 2-3/4" +0 -0.06 S
>2" 1/2 Thread
LENGTH " THREAD
TOLERANCE >2-3/4 +0 -0.09 Length
SCREW M Q A H E D T THREAD | TORK
PUNCH Drive Depth Head Diam. Head Height. Body Diam. Thread Diam. Point Length Per Inch Inch / Pound
Min 0.060 0.215 Ref. 0.121 0.168 0.375
#8 #2 10 39
Max 0.075 0.237 0.140 0.126 0.179 0.450
Trim head, Square recess, Coarse thread, Type-17, BLACK PHOSPHATE dry to touch
Date : 5 ao0t 2015 Done by : P_B




