
Brand

 unit: INCH

Diam. 1/4 to 3/8 7/16 to 1/2 9/16 to 3/4

+0.02 / -0.03 +0.02 / -0.03 +0.02 / -0.03

+0.02 / -0.04 +0.04 / -0.05 +0.06 / -0.08

+0.04 / -0.06 +0.06 / -0.08 +0.08 / -0.10 ≤ 6" Full Thread

+0.06 / -0.10 +0.08 / -0.10 +0.10 / -0.10 > 6" 6" Thread

+0.10 / -0.18 +0.12 / -0.18 +0.14 / -0.18

Bolt Size
Class 2A
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PER INCH

Min 0.563 0.125 0.241 0.213 0.245 0.125

Max 0.594 0.145 0.249 0.260 0.260 0.156

Min 0.688 0.156 0.303 0.272 0.307 0.156

Max 0.719 0.176 0.311 0.324 0.324 0.187

Min 0.782 0.188 0.364 0.329 0.368 0.188

Max 0.844 0.208 0.374 0.388 0.388 0.219

Min 1.032 0.250 0.488 0.444 0.492 0.250

Max 1.094 0.270 0.499 0.515 0.515 0.281

Root = Carriage Bolt Stainless

Bulk Label Description:

English: CARRIAGE BOLT, STAINLESS STEEL

French: BOULON DE CARROSSERIE, ACIER INOXYDABLE

Spanish: PERNO DE CARROCERÍA - ACERO INOXIDABLE

Date : Done by :

Round Head Square Neck Carriage Bolt, Stainless Steel 18-8
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L
LENGTH 

TOLERANCE

 ≤ 1"

> 1" to ≤ 2-1/2"

> 2-1/2" to ≤ 4"

> 4" to ≤ 6"

> 6"

P.B.21 septembre 2018


