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BOLT ID oD A
SIZE Basic INSIDE DIAM. Basic OUTSIDE DIAM. THICKNESS
Mi 0.281 Mi 0.593 0.051
1/4 9/32 il 5/8 il
Max 0.313 Max 0.657 0.080
Mi 0.344 Mi 0.656 0.051
5/16 11/32 —0 11/16 0
Max 0.376 Max 0.720 0.080
Min 0.406 Min 0.781 0.051
3/8 13/32 13/16
/ / Max 0.438 / Max 0.845 0.080
Mi 0.469 Mi 0.890 0.051
7/16 15/32 |—0 59/64 |
Max 0.501 Max 0.954 0.080
Mi 0.531 Mi 1.031 0.097
1/2 17/32 il 1-1/16 il
Max 0.563 Max 1.095 0.177
Mi 0.625 Mi 1.156 0.110
9/16 5/8 il 1-3/16 0
Max 0.657 Max 1.220 0.177
Mi 0.688 Mi 1.281 0.122
5/8 11/16 - 1-5/16 il
Max 0.720 Max 1.345 0.177
Mi 0.813 Mi 1.436 0.122
3/4 13/16 - 1-15/32 }——
Max 0.845 Max 1.500 0.177
Min 1.063 Min 1.968 0.136
1 1-1/16 2
Max 1.126 Max 2.063 0.177
Mi 1.375 Mi 2.437 0.136
1-1/4 1-3/8 n 2-1/2 n
Max 1.438 Max 2.563 0.177
Min 1.625 Min 2.937 0.136
1-1/2 1-5/8 3
Max 1.688 Max 3.026 0.177

HARDENED STEEL FLAT WASHER, Round 'SAE' pattern, Grade-8, YELLOW ZINC

Washer follow the ASTM F436, Type-1

Root= SAE washer grade-8 Yellow Zinc

Bulk Label Description:
"S.A.E.", FLAT WASHER, GR-8, YELLOW ZINC

English:

French:

Spanish:

Date:

RONDELLE PLATE "S.A.E.", GR-8, ZINC JAUNE

ARANDELA PLANA "S.A.E", GRADO 8, ZINC AMARILLO
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