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unit: INCH

Rivet Nom. D E H W P F
Series Rivet
. BODY HEAD HEIGHT HEAD MANDREL MANDREL | BLIND SIDE
No. Size DIAM. MAX. DIAM. DIAM. PROTUSION | PROTUSION
Min 0.122 0.238 Nom. Min. Max.
4 1/8 0.040
Max 0.128 0.262 0.076 1.00 L+0.187
Min 0.153 0.296 Nom. Min. Max.
5 5/32 0.050
Max 0.159 0.328 0.095 1.00 L+0.203
Min 0.183 0.356 Nom. Min. Max.
6 3/16 0.060
Max 0.191 0.394 0.114 1.00 L+0.218
Rivet Nom. Recommt?nded Rivet Grip Range L
Series Rivet Hole Size N Rivet Body Length
No. Size Min. Max. Ck Min. Max. Max.
42 0.109 0.141 0.275
E . 0.400
4 1/8 0.129 0.133 44 0.234 0.266
46 0.359 0.391 0.525
48 0.484 0.515 0.650
52 1.09 0.141 0.300
54 0.234 0.266 0.425
5 0.160 0.164
5/32 56 0.359 0.391 0.550
58 0.484 0.515 0.675
62 0.093 0.156 0.325
64 0.218 0.281 0.450
6 0.192 0.196
3/16 66 0.343 0.406 0.575
68 0.468 0.531 0.700

Mandrell Material = Carbon Steel

Regular Dome Head Style Break Mandrel Blind Rivet, Zinc Plated
Grade 19 - Rivet Body Material = Aluminum Alloy 5056

Root = Blind Rivet Zinc

Bulk Label Description:
English: DOME HEAD BLIND RIVETS, STEEL NAILS & ALUMINUM BODY
French: RIVETS TETE EN DOME, CLOUS EN ACIER & CORPS EN ALUMINIUM

Spanish:

Date: 10 avril 2019 Done by:

P.B.




