
Brand

ASME B18.5  unit: INCH

Diam. # 10 to 3/8 7/16 to 1/2

+0.02 / -0.03 +0.02 / -0.03

+0.02 / -0.04 +0.04 / -0.05

+0.04 / -0.06 +0.06 / -0.08 ≤ 6" Full Thread

+0.06 / -0.10 +0.08 / -0.10 > 6" 6" Thread

+0.10 / -0.18 +0.12 / -0.18

Bolt Size
Class 2A
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Min 0.563 0.125 0.241 0.213 0.245 0.125
Max 0.594 0.145 0.250 0.260 0.260 0.156
Min 0.688 0.156 0.303 0.272 0.307 0.156
Max 0.719 0.176 0.312 0.324 0.324 0.187
Min 0.782 0.188 0.364 0.329 0.368 0.188
Max 0.844 0.208 0.375 0.388 0.388 0.219
Min 1.032 0.250 0.488 0.444 0.492 0.250
Max 1.094 0.270 0.500 0.515 0.515 0.281

Root = Carriage Bolt BLacK

Bulk Label Description:
English: CARRIAGE BOLT, BLACK MAGNI
French: BOULON DE CARROSSERIE, NOIR MAGNI
Spanish: PERNO DE CARROCERÍA DE CABEZA REDONDA - MAGNI NEGRO

Date : Done by : P.B.1 novembre 2021

Round Head Square Neck Carriage Bolt, 
Black Epoxy ACQ Coating (SST 1000 hrs.) Magni or equivalent

 shall be made of Low carbon steel ASTM A307 - Grade A
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